GeneralTech

SHOP.COM

ADIVISION OF GENERAL TECH SERVICESL.L.C.

UAE SAUDI

Email: mathews@generaltechuae.com Mathews@generaltechsaudi.com
Tel : +971(0) 2 550 7702 Tel : +966 (0) 3 834 4264

Fax : +971 (0) 2 550 7706 Fax : +966 3 834 4538

Kennedy PIPE VICE 8-55mm

Pipe Vice Only Used for repetitive tasks on pipework. The
frame of the pipe vice is made from cast iron with jaws
made from hardened tool grade alloy steel with a corrosion
resistant coating. The top jaw of the pipe vice is held in
position with a hook which automatically engages when
the vice is closed. The stand is fitted with an integral tool
tray, wide angled legs give greater stability and the folding
design provides easy storage and transportation.

Details

Specifications
Brand

Special Features
Product Number
Overall Length
Mounting Type
Overall Width
Jaw Material
Compatible Pipe Size
For Use With
Overall Height
Jaw Opening
Base Type

Overall Dimensions

Kennedy
Portable
17045-55

225 mm

Bolt

62 mm

Alloy Steel
8mm to 55mm
KEN5888520GTSK
85 mm

8-55 mm
Fixed

225mm x 62mm x 85mm

Overall Material Cast Iron
Minimum Compatible Pipe Size 8 mm
Clamping Force 350 kg
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Specifications Details
Maximum Compatible Pipe Size 55 mm
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