
•	Long	jaws	for	measuring	hard-to-reach	workpiece	features.
•	Inside	and	outside	measurements	can	be	read	directly	from	the	upper	and	lower	vernier	scales.
•	The	jaws	have	radiused	measuring	faces	for	accurate	inside	diameter	(ID)	measurement.

Specifications

Inch/Metric

Code No. Range* Accuracy Graduation Remarks Price

534-105
0	(10)	-	300	mm	/	

0	(.3)	-	12"
±0.04	mm	/		

±.0015"

0.02	mm	/		
.001"

+10	mm	/	.394"	to	reading	in	inside	
measurement

£263.00

534-106
0	(20)	-	500	mm	/	

0	(.8)	-	20"
±0.06	mm	/		

±.0025"

+20	mm	/	.787"	to	reading	in	inside	
measurement

£618.00

534-107
0	(20)	-	750	mm	/	

0	(.8)	-	30"
±0.08	mm	/		

±.003"
£874.00

534-108
0	(20)	-	1000	mm	/	

0	(1)	-	40"
±0.1	mm	/		

±.004"
£1180.00

*(		):	Minimum	measurable	inside	dimension.
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Dimensions

D-24Mitutoyo	operates	a	policy	of	continuous	improvement	that	aims	to	provide	the	customer	with	the	benefit	of	the	latest	technological	advances.
Therefore	the	company	reserves	the	right	to	change	any	or	all	aspects	of	any	product	specification	without	notice.
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SERIES 534 – Vernier Long Jaw Thumbwheel Caliper

Unit:	mm

Range A B D E F G H I J K
0	-	300	mm 445 110 90 103 38 20 12 7 3.8 R5
0	-	500	mm 682 225

200
112 51 25

18.5 12
6

R100	-	750	mm 995
232 150 62.5 32 8

0	-	1000	mm 1230

534-105

Radiused	jaws	for	accurate	ID	
measurement.




